( h FYCAHM KAMALM U PELLETKU
T—

——y MANHOLE COVERS AND GRATES
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YITNMYEH KAMAK TEXXOK TUTIM CO UJ1N BE3 OTBOPU
STREET MANHOLE COVER, WITH OR WITHOUT OPENINGS

KapakTepucTtukmn Features
Marepumjan: HogynapeH nus GJS, co butymeHcka 3awmTa Material: Ductile iron GJS, bitumen coated
HocusocT: Knaca C250 n D 400, cnopen, MKC EN 124:2010 Capacity: Class C250 n D 400, in accordance with EN 124
HameHa: 3a 3aTBOparbe kaHanu3aLUncky oTBOpU, CO Purpose: To close sewage shafts, with intensive and regular
WHTEH3MBEH W MOCTOjaH NpucTan Ao KanakoT, YecTo 0TBOparbe access, frequent openings
Ynotpeb6a: Kaj coobpakajHuLM CO rofieM MHTEH3UTET Ha Usage: For streets with high traffic intensity of reqular and
ABVXerbe, Ha 00MYHM BO3Ma M TeLLKW BO3WAA NMPU HOPMaJTHM heavy vehicles, with normal speed
rpagcku 6p3viHu Versions: Fixed with openings and without openings. With/
U3Bep6a: OukcupaH, co oteopw n 6es oteopu. Co/6es without automatic closing

ABTOMATCKO 3aTBOpam-e

LLndpa 6p. ATA 03002 LLindpa 6p. ATA 03003
Code No. ATA 03002 Code No. ATA 03003

Hocusoct/Capacity [kN]
C [mml]

600 730 840 80 250
600 730 840 80 400

lopeHaBeieHTe KapaKTEPUCTUKN Ce Of MHPOPMATUBEH KapakTep. MPOM3BOANTENOT ro 3aApKyBa NpPaBoTO Aa BPLUN M3MEH Ha AU3ajHOT, COCTAaBOT U Ap., 6€3 NPeTXo/Ha HajaBa uin 6e3 61No Kaken 0GBPCKM.
The above mentioned products are for reference only. The producer reserves the right to change the design, construction, specification without prior notice and without incuring any obligation.
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